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Case No. PZ-19-00248 Updates to Zoning Code - Outdoor Lighting

https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.010
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.020
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.030
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.040
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.060
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.070
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.080
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.090
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.100
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assure that dark skies remain a resource to be enjoyed by the Flagstaff community and its visitors, 

minimize light pollution and light trespass across property lines, maintain an environment that the 

City
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https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1020060.html#10.20.60.080
https://www.codepublishing.com/cgi-bin/ars.pl?cite=49-1101
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1090040.html#10.90.40.020
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1090040.html#10.90.40.020
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1090040.html#10.90.40.020
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1. Lighting Zone 1 includes all areas within the City of Flagstaff that are within 2.5 miles of the Kaj

Strand telescope at the U.S. Naval Observatory.

2. Lighting Zone 2 includes all areas more than 2.5 miles of the Kaj Strand telescope at the U.S. 

Naval Observatory.
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Table 10-50.70.050.A: Maximum Total Outdoor Light Output Standards

Land Use Zone 1 Zone 2 Zone 3

Commercial, Industrial, and Multifamily 

Residential (lumens per net acre)1
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Table 10-50.70.050.A
Maximum Total Outdoor Light Output Standards

Land Use Lighting
Zone 1

Lighting
Zone 2

Commercial, Industrial, and Multiple-Family Development (Lumens per Net Acre)

Combined Maximum for Fully and Partially Shielded Fixtures, and fixtures 
mounted to a building or canopy 17,500 35,000

Partially Shielded Fixtures maximum 0 3,850

Fixtures not mounted to a building or canopy1 maximum 4,000 35,000

Single-Family and Duplex Developments, Including Accessory Structures (Lumens per Lot, or Parcel)

Combined Maximum for Fully and Partially Shielded Fixtures, and fixtures not 
mounted to a building or canopy, excluding motion sensing Outdoor Light 
Fixtures2

1,500 5,000

 Partially Shielded Fixtures maximum 0 2,000

 Motion sensing Outdoors Light Fixtures2  (fully shielded) maximum 0 2,000

 Fixtures that are not mounted to a building or canopy1 maximum 0 1,500

End Note

1. Fixtures that are not directly mounted to the side of a building or to the underside of, or within, a 
canopy or overhang.

2. Motion sensing Outdoor Light Fixtures shall have an automated timer set to turn off the fixture at a 
time no greater than five (5) minutes after the light has been turned on.



11 | P a g e 



12 | P a g e 



13 | P a g e 

Table 10-50.70.050.B: Lamp Type and Shielding Standards

Lamp Type and Lighting Class Zone 1 Zone 2 Zone 3

End Notes

1Examples of lamp types of 2,500 and 1,000 lumens and below for commercial and residential applications 

respectively are provided in Table 10-50.70.050.C, Lamp Type and Wattage with Outputs below 2,500 and 

1,000 lumens. The acceptability of a particular lamp is decided by lumen output, not wattage. The values 

listed are approximate, and the manufacturer

https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
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Table 10-50.70.050.B: Lamp Type and Shielding Standards

Lamp Type and Lighting Class Zone 1 Zone 2 Zone 3

Table 10-50.70.050.B
Shielding Standards

Land Use and Lighting Class Lighting
Zone 1

Lighting
Zone 2

 Commercial, Industrial, and Multiple-Family Development

Class 1 Lighting
All Outdoor Light Fixtures

FS FS

Class 2 Lighting
All Outdoor Light Fixtures

FS FS

Class 3 Lighting

All Outdoor Light Fixtures with a Lumen output below 1,7501 Lumens FS A1

All Outdoor Light Fixtures with a Lumen output equal to and above 1,7501 
Lumens X X

Single-Family and Duplex Residential Dwelling Units

Class 1-3 Lighting

All Outdoor Light Fixtures with a Lumen output below 7001 Lumens FS A1

All Outdoor Light Fixtures with a Lumen output equal to and above 7001 
Lumens X X

End Notes

1.

For purposes of determining the Total Outdoor Light Output from an Outdoor Light Fixture, lighting 
assemblies which include multiple unshielded or Partially Shielded Fixtures or lamps on a single 
pole or assembled as a single unit shall be considered as one fixture. Refer to the Table 10-
50.70.050.A.

Key

FS = Allowed; Only Fully Shielded Fixtures
A = Allowed; Fully Shielded Fixtures preferred, and Partially Shielded Fixtures are allowed subject to 

the Lumen amounts listed in Table 10-50.70.050.A
X = Outdoor Light Fixture is Prohibited
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Table 10-50.70.050.C: Lamp Type and Wattage with Outputs below 2,500 and 1,000 Lumens

Lamp Type
2,500 lm (Commercial

and Industrial)
1,000 lm (Residential)

Standard incandescent and less 100 watt 60 watt

Tungsten-halogen (quartz) and less 100 watt 60 watt

Fluorescent and less 25 watt 15 watt

Compact Fluorescent and less 26 watt 13 watt

No available data for High-Pressure Sodium or Metal Halide lamps

Figure 10-50-70.050B

Light Fixture with Multiple Unshielded Fixtures or Lamps
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https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.080
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.060
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050100.html#10.50.100
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050100.html#10.50.100
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10-50.70.060 Special Uses

A. Canopies, Building Overhangs, and Roof Eave Lighting.

1.  Shielding.  All Outdoor Light Fixtures attached, mounted to, or within, a canopy, building 

overhang, or roof eave shall be fully shielded.

2. Total Lumens. The Total Lumen of each Outdoor Light Fixture shall be calculated based on the 

distance from the edge of the canopy, building overhang, or roof eave subject to Figure 10-

50.70.060.A.

Figure 10-50.70.060.A

Plan and Section Views of a Freestanding and Attached Canopy or Overhang, Showing Fixture 
Location and Initial Lamp Output Percentage Counted Toward Total Outdoor Light Output
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https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
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https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
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Table 10-50.70.060.B

Time Limits for Outdoor Lighting of Sports facilities

Zone 1 Zone 2

Time limit when outdoor lights shall be turned off 9:00 p.m. 11:00 p.m.

https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
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than 15 feet from the nearest opening to the outdoors shall comply with the total outdoor light output 

standards established in Section 10-50.70.050(C).

https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
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https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1020040.html#10.20.40.100
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https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70.050
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https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1020060.html#10.20.60.080
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1020110.html#10.20.110
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10-20.60.080

https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1050070.html#10.50.70
https://www.codepublishing.com/AZ/Flagstaff/html/Flagstaff10/Flagstaff1020060.html#10.20.60.030
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10-80.20.060
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Light Fixture:
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10-90.40.020
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